
C l e a n n e s s  b y  P u r p o s e

Bellows Valve Series

SB-ISS type stainless steel forged steel valve

Type

Standard material

Specifi cation

Format name

Test inspection

Part name Material

Body 316L SS
Bellows 316L SS

Disk PTFE or PCTFE *1 *3

Disk holder 316L SS

Bellows fl ange 316L SS

Bonnet 304 SS

Bonnet gasket PCTFE *3

Pipe 316L SS
Handle Aluminum

Size Operating pressure (MPa) Operating temperature (ºC) CV value Approximate weight (kg)*

10 A

VAC to 1
-10 to 80

(200) *3

1.7 1.3
15 A 3.0 1.5
20 A 5 1.7
25 A 8 2.3
32 A 22 6.1
40 A 25 6.2
50 A 29 9.8

Pressure proof test 
1.5 MPa

Sealing and valve seat leak test
1.1 MPa

He leak test (vacuum method)
External: 5.05 x 10-10 3/sec or less
Valve seat: 1.00 x 10-6 3/sec or less *2

(*1) PTFE is the standard for the disk material. PCTFE can be specifi ed.
(*2) 5.05 x 10-10 3/sec or less for PCTFE.
(*3) Can be made with the polyimide material.

* Short pipe connection type

B: 10 A to 40 A

F: 50 A
BA : BA grade

EP : EP grade

6L: 316L SS10: 10 A

15: 15 A

20: 20 A

25: 25 A

32: 32 A

40: 40 A

50: 50 A

PW5: Short pipe type (sch5)
FJ: JIS10KRF fl ange
UN: Union (Butt weld)
UW: Union (Socket weld)

CT : Bonnet G/PCTFE
 : Disk/PTFE
C : Bonnet G/ PCTFE
 : Disk/PCTFE

CVB – 10 PW5 – 6LCT – BA 
Model Type Size Connection Material Gland material Internal surface process




